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APPENDIX A
APPROVED SOURCES OF PORTLAND AND BLENDED CEMENTS

The plant and terminal sources listed below are approved to furnish Type Il cement and other types
of cement listed below on the basis of certification. A specific gravity of 3.17 should be used for
Type Il Cements.

REGULAR SUPPLIERS
%EQUIV.

SOURCE PLANT TERMINAL TYPE ALKALI SP GR CODE
Ash Grove Cement Louisville, NE Des Moines, |A Il 0.60 3.14 PC0002
IP Note1 3.02  PC0008
Continental Cement Co. Hannibal, MO Bettendorf, IA I 0.50 3.14 PC0201
Hannibal, MO Hannibal, MO I 0.24 314  PC0202
Holcim, Inc. Mason City, IA Cedar Rapids, IA [ 0.55 3.14 PC0302
Des Moines, IA [ 0.55 3.14  PC0302
Rock Island, IL I 0.55 3.14 PC0302
LaCrosse, WI I 0.55 3.14 PC0302
Mason City, 1A IS 3.04 PC0306
LaFarge North America Buffalo, IA W. Des Moines, 1A /Il 0.55 314  PC0502
Buffalo, 1A Winona, MN 71l 0.55 3.14 PC0502
Buffalo, IA Buffalo, 1A I(SM) Note3 310  PC0507
Lehigh Cement Co. Mason City, IA Mason City, IA I 0.50 3.14  PC0401
I Note2 314  PC0402
IS 3.05 PC0406
Monarch Cement Co. Humboldt, KS W. Des Moines, IA 1/l 0.60 3.14 PC0802

INTERMITTENT SUPPLIERS
%EQUIV.

SOURCE PLANT TERMINAL TYPE ALKALI SPGR CODE
Ash Grove Cement Chanute, KS Des Moines, IA Il 0.55 3.14 PC0102
Holcim, Inc. Siam, Thailand LaCrosse, WI Il 0.47 3.14 PC1602
Holcim, Inc. Clarksville, MO  —meeeemen I 0.55 3.14 PC0901
Hercules General/ Milaki, Greece LaCrosse, WI [ 0.55 3.14 PC1201
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INTERMITTENT SUPPLIERS (Continued)

%EQUIV.
SOURCE PLANT TERMINAL TYPE ALKALI SPGR CODE
Lafarge North America  Alpena, Ml W. Des Moines, IA | 0.50 3.14 PC1801
Waukegan, IL [ 0.50 3.14  PC1802
Sugar Creek, MO Omaha, NE /11 0.55 314 PC0702
Sugar Creek, Mo West Des Moines, 1A I/lI 0.50 314 PC0702
Fredonia, KS W. Des Moines, IA I/l 0.45 3.14 PC0602
Fredonia, KS Omaha, NE I 0.45 3.14  PC0602
Holcim, Inc. Three Forks, MT Fremont, NE /1l 0.45 3.14 PC1102
Portland, CO Fremont, NE 1] 0.56 3.14  PC2002
Holcim, Inc. Ada, OK Fremont, NE I 0.41 3.14 PC1901
Lone Star Industries Pryor, OK Bonner Springs, KS | Note2 314  PC1401
Cape Girardeau, MO I 0.55 3.14 PC1502
LaFarge North America Exshaw, Alberta Omaha, NE /11 0.55 314 PC1302
Blue Circle Cement St. Mary’s, Ontario Il 0.60 3.14 PC1702
GCC Dacotah Rapid City, SD Sioux Falls, SD I 0.55 3.14 PC1002

Note 1: Type IP approval require ASTM 1260 testing. Special alkali restrictions, when specified, shall not apply to
concrete containing Type IP since expansion limits for approval are more restrictive than those set forth in the
special alkali restriction note applied to the certain project.

Note 2: Average alkali level has not been established at this time.

Note 3: This blended cement is approved for use in patching applications.




